
 

Mul� Posi� n Fixed Height – Slimline Wall to Floor 8990 

- Max Capacity 130kg     -Screens upto 86in    - Tilt 0-10 degrees 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1. Bolt the adjustable positon brackets to the back of the VESA 

mount plate using four M8 bolts. 

2. Bolt the legs into place with four M8 bolts. Make 

sure that the bolts are in the correct hole for the 

angle you require.  

*There are 3 posi�o s which allow the screen to be 

mounted with 0 or 5 or 10 degrees �l.  

3. Screw an adjustable foot into the botom of each leg. If using extension legs 

please see step 3a. 

 

Secure the extensions in place using a M10 bolt, then thread in 

the adjustable foot and push the cover into place. 

3a. 
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5. Use the drawing shown to fix the top 
mount at the correct height, ensure 
the mount is within +-5mm of the 
dimension given. 
The tolerance of +-5mm can be taken 
up using the adjustable feet. 
 
*If using extension legs add 350mm to 
the dimensions. 
 

 

 

4. Atach the mounn�ng ptes  using 

sixteen M5 bolts. 
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A. B. C. 

A. Bolt the cross members of the easy install kit to the remaining wall mount, then 
bolt it to the mount already on the wall. 
B. Secure the lower mount to wall using the appropriate fixings. 
C. Remove the cross members. 

6. 

7. Bolt the mount and cover to the wall using 

four M8 bolts. Adjust the adjustable         

feet un�l t ey contact the floor. 

A. Thread two M8 bolts part way into the 

power bar as shown. 

Op�onal xtra- Not included as standard 
If not using the op�onalpower bar conntue to step 8.  
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B. Afer aa�hing the cables to the power bar, lower the power bar down 

behind the screen mount. 

C. Locate the bolts through the holes shown then lower the 

power bar into positon  and �g ten the bolts. 

Tighten the bolts 
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8. Atach the brackets to the back of the screen.  

9. Hook the screen onto the mount rail. 
 

 

10.  Secure the screen in place using the brackets and two 
M6*50mm bolts with washers.  
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